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CAST ALUMINUM BRACKET MOUNT
WITH STAINLESS STEEL STRAPPING

G:\20004024 N\File Transfer\In\KAM\7-3-88\Contract B\TS-1@.sht

1/27/2009

8 (200mm) TRAFFIC SIGNAL SECTION
12'° (300mm) TRAFFIC SIGNAL SECTION

12" (300mm) PEDESTRIAN SIGNAL SECTION

12" (300mm) PEDESTRIAN SIGNAL SECTION

CONTROLLER CABINET

SERVICE INSTALLATION

VEHICLE DETECTOR, INDUCTION LOOP
TELEPHONE INSTALLATION

MAGNETIC DETECTOR

EMERGENCY VEHICLE LIGHT DETECTOR
CONFIRMATION BEACON

PUSHBUTTON DETECTOR

DENCTES NUMBER OF CONDUCTORS,
ALL CABLE NO. 14 EXCEPT AS
INDICATED. ALL LOOP DETECTOR
CABLE TO BE SHIELDED.

GROUND CABLE IN CONDUIT NO. &
SOLID COPPER (GREEN)

FIBER OPTIC CABLE IN CONDUIT
NO. 62.57125 2-MMI12F SMI2F

SIGNAL FACE WITH BACK PLATE
P’ INDICATES PROGRAMMED HEAD.

RAILROAD CONTROL CABINET
ILLUMINATED SIGN “NO LEFT TURN"

ILLUMINATED SIGN “NO RIGHT TURN"

GROUND ROD AT HANDHOLE (H),
DOUBLE HANDHOLE (H), OR CONTROLLER (C)

GROUND ROD AT POST (P) OR
MAST ARM POLE (MA)

GROUND ROD AT ELECTRIC SERVICE
INSTALLATION

UNINTERRUPTED POWER SUPPLY
UNINTERRUPTIBLE POWER SUPPLY (UPS)

1.D.0.T.
TRAFFIC SIGNAL INSTALLATION
ELECTRICAL SERVICE REQUIREMENTS WZQREE
X WATTAGE X.
TYPE NO. LAMPS T 1 Len | % OPERATION
SIGNAL (RED) 18 135 17 0.50 153 50 @ Ny
(YELLOW) i8 135 25 0.25 112.5 mm .
(CGREEN) 18 135 15 0.25 67.5 GALVANIZED CONDUIT
ARROW 20 135 [ 12 0.10 24 NOTE: EQUIPMENT GROUND CONDUCTOR (GREEN - %%’;‘i/\toﬁﬁl@%w
PED. SIGNAL - 90 | 25 1.00 - COLOR CODED) SPLICE TO FRAME AND COVER BACKPLATE
CONTROLLER 1 100} 100 1.00 100 IS REQUIRED FOR ALL HANDHOLES AND DOUBLE
ILLUM. SIGN 4 84 | 35 0.05 7.0 HANDHOLES THAT CARRY SIGNAL CABLES AND
SERVICE CABLES. CAT WALK —
/ |
GALVANIZED - “TEE
FLASHER 135 0.50 - * RAILROAD CANTILEVER TRUSS MOUNTED FLEXIBLE CONDUIT SPLICE BOX
TOTAL 264 PLASTIC COATED
ENERGY COST TO: finos Deportment of Transportation | FOUNDATION WERTH 1) (mi] CABLE SLACK [P (i CABLE SEACK [TFT) () RAILROAD CANTILEVER SIGNAL HEAD MOUNTING
Division of Hidhways / DIstrict 1 inols G0I96-1096 D = CONTROLLER |4~ (1:2)[DOUBLE HANDHOLE | 13 (4.0) |\aST ARM (L POLE | 207+ -2= N.T.S.
201 W Center Courf/Schaumburg, liinois £ =M, ARM POLE SIGNAL_POST 2.0 6m.-0.6m)= USE_NONCONDUCTIVE SPACERS BETWEEN THE TRAFFIC SIGNAL
ENERGY SUPPLY: CONTACT: Amador Velez %g (gggmm; %g gg; g? TRR%PLTEIFE CAB. 113 ((51.5 B AC';EUTSH%%UTNTTO%D 13 <14-§1l EQUIPMENT AND THE RAILROAD CANTILEVER TO PREVENT
"’ . K X 3 4 (1.2}
PHONE: 847-816-5248 - FLECTRIC SERVICE| | (0.5) [ELECTRIC_SERVICE | 135 (A1) DISSIMILAR METAL CORROSION
COMPANY: ComEd GROUND_CABLE 1 (0.5)[SERVICE TO GROUND | 13.5  (A.1)
POST MOUNTED 6 (1.8)

FAPI SecTion | COUNTY | JOTAL [SHEET

RTE. | SHEETS
866 * | LAKE 554 276
STA. TO STA.

FED. ROAD DIST. M0. [ILLINOIS| FED. AID PROJECT

CONTRACT ®*62700
* (L-2[W,R}; 6,6A & GEXTIWRS-1

SCHEDULE OF QUANTITIES

A GRAEF, ANHALT, SCHLOEMER

GRAE &CHﬁSCi?Z((:)%AITLE LS I'Ng:g ‘
ANHAL
SCHLOEMER

aad Associales Inc.

SCALE: NONE
DATE: 1/30/09

PAY ITEM UNITS |TOTAL
SIGN PANEL - TYPE 1 S0 FT| 18
SIGN PANEL - TYPE 2 Sa FT| 25
CONDUIT IN TRENCH, 2 “ DIA., GALVANIZED STEEL FOOT | 484
CONDUIT IN_TRENCH, 2/," DIA., GALVANIZED STEEL FooT | 170
CONDUIT IN TRENCH, 4 * DIA., GALVANIZED STEEL _ FoOT | 275
CONDUIT PUSHED, 2  DIA., GALVANIZED STEEL FoOT | 90
CONDUIT PUSHED, 4 “ DIA., GALVANIZED STEEL FooT | 350
HANDHOLE EACH | 8
HEAVY-DUTY HANDHOLE EACH | 4
DOUBLE HANDHOLE EACH | 1
TRENCH AND BACKFILL FOR ELECTRICAL WORK FOOT | 924
FULL-ACTUATED CONTROLLER AND TYPE IV CABINET EACH | 1
ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 3C FOOT | 285
ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 5C FOOT | 1930
ELECTRIC CABLE IN CONDULT, SIGNAL NO. 14 7C FOOT | 2550
ELECTRIC CABLE IN CONDUIT, LEAD-IN, NO. 14 _ 1 PAIR FOOT | 3035
ELECTRIC CABLE IN CONDUIT, SERVICE, NO. 6 2 C FooT |75
TRAFFIC SIGNAL POST, GALVANIZED STEEL 12 FT. EACH | 1
TRAFFIC_SIGNAL POST, GALVANIZED STEEL 14 FT. EACH | 1
TRAFFIC SIGNAL POST, GALVANIZED STEEL 16 FT. EACH | 3
TRAFFIC SIGNAL POST, GALVANIZED STEEL 18 FT. EACH | 1
STEEL MAST ARM ASSEMBLY AND POLE, 36 FT. EACH | 2
STEEL MAST ARM ASSEMBLY AND POLE, 38 FT. EACH | 2
CONCRETE_FOUNDATION, TYPE A FOOT | 24
CONCRETE FOUNDATION, TYPE C FooT | 4
CONCRETE FOUNDATION, TYPE E, 30-INCH DIAMETER FOOT | 54
TRAFFIC SIGNAL BACKPLATE, LOUVERED, ALUMINUM EACH | o
INDUCTIVE LOOP DETECTOR EACH |11
DETECTOR LOOP, TYPE I FOOT | 955
LIGHT DETECTOR EACH | 2
LIGHT DETECTOR AMPLIFIER EACH | 1
[ TEMPORARY TRAFFIC SIGNAL INSTALLATION EACH | 1
REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT EACH | 1
REMOVE EXISTING HANDHOLE EACH |6
REMOVE EXISTING CONCRETE FOUNDATION EACH | 9
ILLUMINATED SIGN, LED EACH | 4
SERVICE INSTALLATION, POLE MOUNT EACH |1
ELECTRIC CABLE IN CONDUIT, GROUNDING, NO, 6 1C — [Foor | 145
ELECTRIC CABLE IN CONDUIT NO. 20 3/C, TWISTED, SHIELDED FOOT | 285
SIGNAL HEAD, LED, 1-FACE, 3-SECTION, MAST ARM MOUNTED EACH | 4
SIGNAL HEAD, LED, 1-FACE, 3-SECTION, BRACKET MOUNTED each |1
SIGNAL HEAD, LED, 1-FACE, 5-SECTION, BRACKET MOUNTED EACH |2
SIGNAL HEAD, LED, 1-FACE, 5-SECTION, MAST ARM MOUNTED EACH | 5
SIGNAL HEAD, LED, 2-FACE, 1-3 SECTION, 1-5 SECTION, BRACKET MOUNTED | EACH | 3
ELECTRIC CABLE IN CONDUIT, RAILROAD NO, 14 3C FOOT | 315
UN-INTERUPTABLE POWER SUPPLY EACH | 1
TEMPORARY TRAFFIC SIGNAL TIMINGS EACH | 1
x 100% COST TO THE VILLAGE OF ANTIOCH
FLEXIBLE CONDUIT AND
GALVANIZED PULL BOXES
STAINLESS STEEL—~.__ REQUIRED AT TRUSS
BAND )!
S0l
RAIL CANTILEVER POST —~. 2o
Rk
X <
53
STAINLESS STEEL BAND—~~_| -
USE NONCONDUCTIVE SPACERS 50 mm 2 N GALVANIZED
EOUIPVENT AND THE RATLROAD STEEL CONDUTT
CANTILEVER TO PREVENT
DISSIMILAR METAL CORROSION [¥ %
B Lo
== TO HANDHOLE
SIGNAL CONDUIT CONNECTION
To R TILEVER DET
O RAIL CANTILEVER DETALL 1510
REVISIONS
Ry sa7e ILLINOIS DEPARTMENT OF TRANSPORTATION

CABLE PLAN, PHASE DESIGNATION DIAGRAM
AND SCHEDULE OF QUANTITIES

ILL. ROUTE 83 (MAIN ST.

AND GRASS LAKE ROAD
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